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Amendments to the Specification 

IN THE WRITTEN DESCRIPTION 

At page 1, amend the first paragraph following the title 
as follows: 

This is a continuation of Serial No. 09/659 466, filed 

September 11, 2000 , now U.S. Patent No. 6 652 488 . 

At page 6, before "DETAILED DESCRIPTION" in line 25, 
insert the following paragraph: 

Figure 18 illustrates a pump unit and irrigation 

liquid source supported by a pole. 

Please replace the paragraph beginning at page 6, line 2 6 
and ending at page 7, line 2 with the following amended 
paragraph: 

This application incorporates by reference the disclosure 
(e.g. specification and drawings) of co-pending U.S. 
Application Serial No. 08/769 428 filed December 19, 1996 
(Attorney Rcf ! — S*E 139B) — of Nelson, — ct al . , which issued as 
U.S. Patent No. 6 213 970 on April 10, 2001 assigned to the 
Assignee of the present invention, namely Stryker Corporation, 
same being a continuation of U.S. Application No. 08/769 
4^8 -08/502 708 , filed December 19, 1996 July 14, 1995 , now 
abandoned, in turn a continuation in part of U.S. Application 
No. 08/176 130 filed December 30, 1993, issued as U.S. Patent 
No. 5 484 402 on January 16, 1996. 

Please replace the amended paragraph substituted for the 
original paragraph beginning at page 7, line 3, with the 
following amended paragraph: 

Turning now to the present application drawings, Figures 
1 and onward disclose an inventive handpiece 2 6G. In some 
instances, parts of the handpiece 26G will carry the same 
reference numerals as generally corresponding parts of the 
handpiece 2 6D described at pages 2 8 — 4-8 -column 14, line 4 0 
through column 25, line 9 of the above mentioned incorporated- 
by-reference application No. — 08/769 42 8 Patent No. 6 213 970 . 
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Please insert before line 31 of the last paragraph at 
page 35, the following paragraphs: 

The embodiment of Figure 18 shows a pump unit 10G 

having an irrigation liquid inlet defined by a hollow spike 
900 for receiving liquid from an irrigation liquid source IL, 
such as a supply bag 910. The pump unit 10G supplies 
irrigation liquid to a supply tube 23G that connects to a 
handpiece . 

In the Figure 18 embodiment, a bracket 93 0 clamps the 
pump unit 10G to a standing pole 920. A horizontal arm 940 
represented by broken line in Figure 18 supports the 
irrigation supply bag 910 above the pump unit 10G and enables 
gravity flow of irrigation liquid to the handpiece without 
operation of the pump unit 10G. 
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